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Client Name: North County City Hall

Inspector: St Louis- Adam Ehlen

Location Address. 9641 Belfountain Rd North County Missouri 63137
Inspection Date: 06/18/2026

Time of Inspection: 10:00 AM

Outside Temperature: 82
Outside Humidity: 63
Outside Conditions: clear

Indoor Temperature: 72
Indoor Humidity: 49

Basic Mold I nspection Details:

A basic mold inspection by an MI& T inspector includes a full visual assessment of a property's readily accessible areas
with use of specific tools of our trade in order to identify any possible "red flags" that could be causing a mold growth
problem. It also includes the collection of 2 air samples. The first must be taken from outside and serves as a “control ,"
every home or business has "normal” levels of mold and this will determine what is acceptable for a property in your
area. It also shows that all the equipment/supplies used were working properly and makes our results legally binding. The
other air sample is taken from the areainside the home or business that the inspector and client agree is the area of
greatest concern. These 2 air samples will determine whether or not elevated conditions exist at the property in question.

Advanced Mold Testing:

For those that wish to confirm the source of amold problem and receive specific instructions for remediation, additional
mold testing is necessary. We offer surface samples viatape lift/swabs and in-wall cavity air samples to accomplish this
task. When an inspector finds something specific that they believe is compromising the indoor air quality of a property,
he will suggest one of the above samples mentioned. If the problem shown by the general air sampleis the same seen at
the localized testing location, we can not only confirm that is the source of a problem, but also offer exactly what you
need to do in order to fix it. If the problem areais large enough, multiple samples may be suggested to establish precisely
what has been contaminated. Additional general air sasmples are also beneficial to determine how far an air quality
problem has spread.
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To whom it may concern,

Based on the findings of the visual inspection and lab results of samples collected during the inspection, it
isour professional opinion that elevated mold conditions do exist at the property.

Elevated Mold Conditions Exist: YES
Professional Mold Remediation Recommended: YES

CHOOSING A MOLD REMEDIATION COMPANY::

It isimportant to understand there is a difference between a general remodel and a mold remediation.
Later in this document we will lay out recommended remediation steps. This protocol should be carried
out by arestoration company/technician with both education and experience dealing with mold. While
some general contractors are prepared to complete a mold remediation properly, the majority are not
equipped to carry out al the recommend steps unless restoration is afocus of the business. Failure to
complete all of the steps may result in lingering indoor air quality problems or even worse, the mold
problem returning entirely.

Many of our clientsturn to us for a recommendation on what company to use for the mold removal. In an
effort to stay separate from the restoration process and help our clients with this process, we have
compiled alist of reputable companiesin your area. MI& T is not affiliated with these companies. If you
have a negative experience with one of them please inform us and we will re-evaluate their placement.

Requirementsto be listed: IICRC Certified, Properly Licensed, Insured,
No Unclosed BBB Complaints, Positive Online Reputation.

Water Mold Fire of St. Louis Best Option Restoration of West County
314-282-4140 636-579-1072

http://water moldfire.net/st-louis-mo https://www.bor estor ation.com/west-county-mo/
help@water moldfire.net joe@bor ofwestcounty.com

Belfor STL

636-728-0580

bambi.fleming@us.belfor.com

Cmail | Click Here to Forward Mold Inspection Report
d and Request Quote
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# of air samplestaken: 11
# of surface samplestaken: 1

Recommended Samples NOT Submitted: None
Areas of Concern: The police officers break room in the basement, the bathroom off the break room, and

the narrow office between the shop department and the break room.

General Observations

Observation Yes No
Musty Smell or Odor v

Water Damage v

Excess Humidity v

Excess Moisture

Visua Growth

Roof Leak

HVAC Problem v

Plumbing Issue
Health Complications

Localized Problem v
Widespread Problem v
Control Sample Taken v

Additional Notes: Visible water staining was noted on many areas on drop ceiling throughout the
building. The main concern while on site was the visible microbial growth in the police officers break
room on the basement level in the rear of the building. Visible microbial growth was noted on an exterior
wall, officers reported that the gutter was not functioning properly during heavy rains and water was
spilling excessively in this area and not being diverted from the building. Indoor air quality samples were
collected throughout the building, as well as a swap sample on the sheet rock in the areawith visible
microbial growth in the police officers break room. outside control sample was collected in the rear of the
police station.
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Sample | D: 00084670 Type of Sample: Air Sample Area Tested: lobby

Picture of Sample Medium: Picture of Sample Collection:

Sample Details YESINO
Air Sample v
Surface Sample
Control Sample
General Air Sample
In-Wall Cavity Sample|
Swab
Tape Lift

SIS |IS IS S S
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Sample | D: 00084883 Type of Sample: Air Sample Area Tested: mayor's office

Picture of Sample Medium: Picture of Sample Collection:

Sample Details YESINO
Air Sample v

Surface Sample
Control Sample
General Air Sample
In-Wall Cavity Sample|
Swab
Tape Lift

SIS |IS IS S S
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Mold Sample Details

Sample | D: 00084673 Type of Sample: Air Sample Area Tested: clerks office
Picture of Sample Medium: Picture of Sample Collection:

Sample Details YESINO
Air Sample v

Surface Sample
Control Sample
General Air Sample
In-Wall Cavity Sample|
Swab
Tape Lift

SIS |IS IS S S
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Mold Sample Details

Sample | D: 00084692 Type of Sample: Air Sample Area Tested: major's office
Picture of Sample Medium: Picture of Sample Collection:

Sample Details YESINO
Air Sample v

Surface Sample
Control Sample
General Air Sample
In-Wall Cavity Sample|
Swab
Tape Lift

SIS |IS IS S S
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N
Sample | D: 00084675 Type of Sample: Air Sample Area Tested: captain's office
Picture of Sample Medium: Picture of Sample Collection:

Sample Details YESINO
Air Sample v

Surface Sample
Control Sample
General Air Sample
In-Wall Cavity Sample|
Swab
Tape Lift

SIS |IS IS S S
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Sample | D: 00084682 Type of Sample: Air Sam

Picture of Sample Medium:

» "

ple

Area Tested: police clerks office

Picture of Sample Collection:

Sample Details

NO

Air Sample

Surface Sample

Control Sample

General Air Sample

In-Wall Cavity Sample|

Swab

Tape Lift

SIS |IS IS S S
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Sample | D: 00084672 Type of Sample: Air Sample Area Tested: break room

Picture of Sample Medium: Picture of Sample Collection:

Sample Details YESINO
Air Sample v

Surface Sample
Control Sample
General Air Sample
In-Wall Cavity Sample|
Swab
Tape Lift

SIS |IS IS S S
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Sample | D: 00084681

Picture of Sample Medium:

Type of Sample: Area Tested: police locker room

Picture of Sample Collection:

Sample Details YESINO

Air Sample

Surface Sample

Control Sample

General Air Sample

In-Wall Cavity Sample|

Swab

SIS (SIS S8 S

Tape Lift
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Type of Sample: Air Area Tested: bathroom, in the basement on exterior

Sample | D: 00084690 Sample wall intherear

Picture of Sample Medium: Picture of Sample Collection:

Sample Details YESNO
Air Sample v
Surface Sample
Control Sample
General Air Sample
In-Wall Cavity Sample|
Swab
Tape Lift

SIS SIS S S
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Sample | D: 00084679 Type of Sample: Air Sample  Area Tested: narrow Office in the basement

Picture of Sample Medium: Picture of Sample Collection:

Sample Details YESINO
Air Sample v
Surface Sample
Control Sample
General Air Sample
In-Wall Cavity Sample|
Swab
Tape Lift

SIS |IS IS S S
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Type of Sample: Surface Area Tested: rear exterior wall with microbial growth near

Sample|D: 1 Sample HVAC unit and trashcan in the basement

Picture of Sample Medium: Picture of Sample Collection:

Sample Details YESNO
Air Sample v
Surface Sample v
Control Sample
General Air Sample
In-Wall Cavity Sample|
Swab
Tape Lift

SIS SIS S
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Sample | D: 00084669 Type of Sample: Air Sample Area Tested: outside

Picture of Sample Medium: Picture of Sample Collection:

Sample Details YESINO
Air Sample v
Surface Sample
Control Sample
General Air Sample
In-Wall Cavity Sample|
Swab
Tape Lift

SIS |IS IS S S
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Water staining on ceiling panel in lobby

—

Water damage ceilig tilesin hal Ifway /
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Water damatjia in captains office coming down from the celli ng
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Water damage captains office coming from ceiling?
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Temperature and relative humi dity police break room basement

Visible microbial gwth, basement break room, police department



Visible microbia growth on I police break room near trashcan

Water damage on celling tiles police offices

Water damage basement exterior wall near brake room and bathroom



Issue with gutters, sin water intrusion on the basement floor, as well as around the HVAC PTAC unit
in the basement break room



Visible water pooling outside of the bathroom window in the basement from the gutter issue

i ~ e
Elevated surface moisture reading on the foundation in the locker room room around water stain area
towards the front of the building

Visible water, stain in the narrow Office in the basement on the ceiling tiles
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If your advanced mold testing report came back showing elevated levels of mold, it should have a supplementary test(s)
confirming the source of a problem. This report should have detailed findings for each additional sample taken. When
a test indicates a problem, we identify which remediation steps must be performed at that area. Below you will find a
mor e detailed explanation of each of those steps. If professional mold remediation is recommended, this work should
be carried out by a mold removal professional that is trained and has the equipment necessary to complete each task
asinstructed. Please do not attempt to handle this work on your own. Doing so puts your health and the health of other
occupants of the property at risk.

Professional Mold Remediation Recommended: YES

Source of Mold Growth: rear foundational wall near the trashcan and HV AC unit near the bathroom in
the basement.

REMEDIATION STEPS YES | NO | N/A
Vacate Premises - During Work (Problem Spread Throughout) v

Area Containment (Problem L ocalized) v

Per sonal Protective Equipment v
Negative Pressure Used v

HEPA Vacuum v

Apply Biocide/Wipe-down v
Removing Contaminated M aterial v
Salvaged/Restored (If applicable to item tested) v

Final Cleaning v

Air Scrubber v

HVAC System Cleaning v
Post Remediation I nspection v
Containment During Reconstruction v

Description of Work Area |f Necessary: Based on mold test results it appears that area in question does
in fact have amold problem that requires contracting a restoration company for professional remediation.
The following work should be carried out:

Create containment, use negative pressure, remove all contaminated drywall/insulation 12" past any
visible mold. Clean and treat structural components and wipe down al vertical/horizontal surfaces with
anti-microbial, HEPA vac and run air scrubbers for 48-72 hours throughout work. MI& T recommends
clearance testing before rebuild process begins to ensure work has been completed properly.

It isimperative that any source of water intrusion be addressed to ensure mold growth does not return.

o
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#1: Vacating the Premises

o Vacating people from the adjacent spacesis usually only necessary for alarge/widespread problem but is also
recommended for individuals with reduced immune systems, elderly, infants, recent surgery patients, people with
chronic inflammatory lung disease or individuals with respiratory health concerns.

#2: Personal Protective Equipment (PPE)

o Full-face respirators are to be worn.
e Gloves are to be worn to remove al infected building materials.
o Disposable Tyvek coveralls covering both the head and shoes shall be worn.

#3: Containment of Each of the Contaminated Area

Complete isolation of the work area using plastic (6 mil poly) sheeting sealed with tape.

If a containment area blocks the only entrance, vacating the property is usually recommended during remediation.
If the problem is widespread and the entire property needs remediation, no containment is necessary.

This area should be large enough to house any contaminated materials

Sealing with plastic sheeting (6 mil poly) al ventilation, ducts/grills, fixtures and other openings.

#4: Negative Pressure Used

e Use an exhaust fan with a HEPA filter to generate negative pressurization (ventilating to the outdoors). Use the
appropriate sized unit for the space. The air exchange rate must be six times per hour.

#5: HEPA Vacuum

e Any areathat isin the same area of contaminated materials should be HEPA vacuumed, starting at highest point
and working down to the floor.

e Any areathat is contained should be completely HEPA-V aced.

e This should be done before AND after removing contaminated materials.

o If the entire property is contaminated, the entire property needs to be HEPA-V aced.

#6: Applying Biocide

e Apply biocide to visible fungal growth prior to removal of material. Wait thirty minutes before removing the
material. This provides sufficient time for the biocide to disinfect the material and reduces the dust generated
because the material iswetted.

e This should be done before AND after removing contaminated materials

#7. Removal and Discarding of Contaminated Materials

e Removeinfected drywall, insulation and building material least twelve inches past any visua mold.

o All debris should be double bagged in 3 mil contractor bags twisted, goose necked and sealed with duct tape.

e The sealed bags are to be wiped clean with the appropriate disinfectant in the containment before transport to the
disposal area.

X
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e There are no special requirements for the disposal of moldy material. Moldy materials that are bagged can be
disposed of with other general waste.

o All contaminated materials should be wrapped in plastic and sealed with tape before being taken out of the
containment area through the unaffected areas for disposal .

e Sometimes building material, furniture, flooring, etc can not be evaluated until it has been jarred from its location.
For cases like this, the mold remediation company hired should be trusted to give an honest eval uation.

#38: Restoring a Damaged Item

o |f an item such as kitchen cabinets, clothing, furniture, etc were damaged you should have a yes/no answer to
whether or not your item can be restored

e How this needs to be done is dependent upon the item in question. Wood may require sanding, clothesasimple
rinse in the wash, etc.

e Some items like cabinets may appear to be salvaged, but after they are removed the damage is worse than our
inspector anticipated. Trust the mold professional you hire for advice on whether or not something can be restored.

#9: Final Cleaning

o After the contaminated material has been removed, the contained areais to be HEPA vacuumed again.
o |f any visual mold is seen on studs HEPA sand affected area.

e |nthe event that an item cannot be restored it must be replaced, even if it is building material.

e The contained areais to be wiped down with a biocide and/or detergent solution.

e The contained areaisto be HEPA vacuumed again.

#10: Air Scrubber (s)

e Multiple air scrubbers should be used for properties with a widespread problem and no containment area. How
many should be a decision trusted in the hands of the mold remediation company hired.
e An Air Scrubber should be placed in each containment areafor 48-72 hours.

#11 Air Duct Cleaning

e Every mold remediation should be completed with a thorough cleaning of the HVAC system and air ducts.
e Sanitize/Disinfect air handler coails.
e Sanitize/Disinfect al duct work

#12: Final I nspections

e Prior to containment removal and re-occupancy of the space a certified mold inspector should do a visual
inspection and air sampling. Air sample should be taken both within the containment and in an adjacent areato
insure spores have not spread to other aress.

o After passing post remediation testing you may choose to apply a sealant around studs.

e Containment removal and re-occupancy shall occur when space passes appropriate verification testing.

#13: Containment Used During Reconstruction

o After the work area has passed clearance testing, the enclosure can be used to contain the dusts generated by
sheetrock sanding and taping activities. Thisis done to reduce the clean up when reconstruction is complete.
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Attached are the lab results from independent AIHA accredited microbiology laboratory. If you have any
guestions about this report, the lab results, or anything else, please feel free to give usacall at the number
listed below.

St Louis - Adam Ehlen
MI&T-Mold Inspection & Testing
www.MitMold.com
855-600-6653

InterNACHI117110834

Certified for:

Mold Inspections

Advanced Mold Inspections
Infrared Thermography Inspections
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